Accompanied Document for Lithium Cells/Batteries

(PI965 SECTION IB and PI 966, 967, 969, 970 Section II)
	Master Air Waybill Number:


	House Air Waybill Number:


Warning: 
Lithium Batteries that have been recalled by the manufacturer for safety reasons or for repair MUST NOT be shipped by air.
China Airlines will not accept section II of PI965 and all sections of PI968 cell/battery
	Name/Address of shipper:


	Name/Address of consignee:




This consignment contains lithium cells or batteries in the following configuration (check applicable)

	
	Lithium Ion – Maximum of

· 20 Watt-Hours per cell; and

· 100 Watt-Hours per battery
	
	Lithium Metal – Maximum of

· 1 gram of lithium metal per cell; and

· 2 gram of lithium metal per battery

	
	PI 965 Section IB - UN 3480 (RLI)

Lithium ion cell/battery only 
	
	

	
	PI 966 Section II – UN3481 (ELI)

Lithium ion cell/battery packed with equipment.
	
	PI 969 Section II – UN3091 (ELM)
Lithium metal cell/battery packed with equipment

	
	PI 967 Section II – UN3481 (ELI)

Lithium ion cell/battery contained in equipment.
	
	PI 970Section II – UN3091 (ELM) 

Lithium metal cell/ battery contained in equipment


· The package must be handled with care.  A flammability hazard exists if the package is damaged.

· If the package is damaged in transportation, it must not be loaded until the condition of the contents can be verified. The batteries contained in this package must be inspected for damage and may only be repacked if they are intact and protected against short circuits.

· For more information about the batteries in this package, call the following telephone number:
List telephone number here, including country code + area code + telephone No.
Package(s) and Overpack(s) details (can be indicated on the AWB)
	
	


Note: When overpack(s) are used, overpack information required in DGR must be indicated.

Company name (Shipper or Agent):
Name /Title of signatory:                                    
Signature:                          Date:                    
ELI/ELM Quick Reference (PI 966, 967, 969, 970 Section II)
	
	PI966 ~ 967 Section II
	PI969 ~ 970 Section II 

	Wh rating & metal content limit
	Lithium ion cell/battery:

Cell: < 20 Wh

Battery: < 100Wh
	Lithium metal cell/battery:
Cell: < 1g

Battery: < 2g

	Max Net Qty per package 
	PI 966/ 967 Section II
Pax A/C: 5kg Net quantity
CAO: 5kg Net quantity
	PI 969/ 970 Section II
Pax A/C: 5kg Net quantity
CAO: 5kg Net quantity

	Packagings
	· Strong rigid outer packagings
· 1.2 m drop test,
· except for PI 967/970

	Documentation

	· AWB wording : Lithium (ion or metal) batteries in compliance with Section II of PI (965 to 970 as applicable) 

· Accompanied document – Required

· DGD – Not required

	Labelling
	· Class 9 Hazard Label – Not required.

· Lithium battery handling label – Yes, with applicable wording: (“Lithium ion battery” and/or “Lithium metal battery”)

	Marking
	· Not required

· Overpack – The word “Overpack” marked

	Packing
	· Overpack – Applicable

· MUST NOT overpack with other Section I, IA, IB, or DG

	PI 966/ 969
	The maximum number of cells or batteries in each package must not exceed the minimum number required to power the equipment plus two spares.


Note: This is only a quick reference and CI is not in a position to take any responsibility for the accuracy of the table above. The current IATA DGR must be referred and complied with.
